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Viper Anchor Roundsling
Extremely strong, lightweight and compact Anchor Roundsling. Easy to handle and simple to inspect.

Label Dimension L
[m]

Weight Net
[kg]

Viper 0.5m 0.5 0.2

Viper 1m 1 0.4

Viper 1.5m 1.5 0.6

Viper 2m 2 0.8

Viper 2.5m 2.5 1

Viper 3m 3 1.2

Viper 4m 4 1.6

Viper 6m 6 2.4

Viper 8m 8 3.2

ORDER NUMBERS

Dimension L Viper 0.5m Viper 1.5m Viper 1m Viper 2.5m Viper 2m Viper 3m Viper 4m Viper 6m Viper 8m

0.5 2026177 - - - - - - - -

1 - - 2024376 - - - - - -

1.5 - 2025750 - - - - - - -

2 - - - - 2026178 - - - -

2.5 - - - 2026179 - - - - -

3 - - - - - 2026180 - - -

4 - - - - - - 2026181 - -

6 - - - - - - - 2026182 -

8 - - - - - - - - 2026183

Norms EN 795: 2012
UV Protection Yes
Colour neon yellow
Lifespan 10 yr.
Main Material Polyester
Individual Certificate Yes
Multilingual User Instruction Manual Yes
Individually Serial Numbered Yes
Label Protection Yes
Number of users 4
Packaging Unit (PU) Content 1
Packaging Unit (PU) pcs
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